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1
DIRECT CURRENT TO ALTERNATING
CURRENT CONVERSION UTILIZING
INTERMEDIATE PHASE MODULATION

RELATED APPLICATIONS

This application claims the benefit of priority to U.S. Pro-
visional Patent Application 61/555,112 entitled “Direct Cur-
rent to Alternating Current Conversion Utilizing Intermediate
Phase Modulation” filed Nov. 3, 2011, the entire contents of
which are incorporated herein by reference.

FIELD

The present invention relates generally to direct current to
alternating current conversion and more particularly to meth-
ods and systems for two and three phase power conversion.

BACKGROUND

Concerns for global warming caused by human activity,
the increasing cost and potential eventual lack of availability
of oil and natural gas, even the shortage of water for hydro-
electric power, have resulted in interest in cost-effective
methods and materials for providing energy. Renewable
energy sources, especially electricity generated by photovol-
taic panels, have been of keen interest. At the present time the
widespread use and installation of photovoltaic or solar pan-
els and other solar equipment is hampered by many factors,
including poor efficiency, short product life, and significant
cost.

Photovoltaic panels may be expected by their makers to
last at least twenty five years. However, the inverters used in
today’s installations require very large, high capacitance
electrolytic capacitors. Existing photovoltaic panel inverter
topologies use capacitance to convert photovoltaic panel
diode arrays from current sources to voltage sources and for
moving energy from valleys to peaks in the alternating current
(“AC”) waveform. The capacitance density of existing pho-
tovoltaic panel inverter topologies requires electrolytic
capacitors. Practical electrolytic capacitors are fundamen-
tally not suitable for long life applications at high tempera-
tures. The electrolytic capacitors in photovoltaic panels may
be subjected to large temperature extremes, such as the high
temperatures experienced on a building roof. These tempera-
ture extremes may shorten the effective life of the electrolytic
capacitors. Additionally, the liquid in the electrolytic capaci-
tors will eventually leak out of the canisters. Both of these
short comings of electrolytic capacitors may cause the elec-
trolytic capacitors or the entire photovoltaic panel to be
replaced in as little as five years after installation. This leads
to an increased lifetime total cost of ownership for a photo-
voltaic panel system.

Conventional Boost-Buck inverter systems used with pho-
tovoltaic panels may require substantial capacitance at the
intermediate node to hold a high direct current (“DC”) volt-
age for the inverter to then step down to create a lower AC
voltage output. A typical inverter system may consist of a
boost stage, which creates a high intermediate voltage, then a
buck stage that may convert that voltage back down to a
regulated output. As an example, a conventional Boost-Buck
inverter may boost a 30V DC voltage input from a photovol-
taic panel to a 400V DC voltage, which may in turn be stepped
down to create a 208V AC voltage output. The voltage boost
in the example Boost-Buck inverter may require a large
capacitance, such as 100-1000 microfarad (100 uF-1000 pF).
This large capacitance is typically electrolytic and may
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present the problems discussed above in relation to electro-
Iytic capacitors. Also, stepping the voltage up to a fixed high
voltage DC bus, which may typically be higher than an output
(i.e., line) peak voltage, may result in additional losses in the
boost stage. Additionally, conventional inverter systems may
require high speed switching of all of the phase outputs to
convert the DC input to a two or three phase AC output. This
switching of all the phase outputs may result in switching
losses at the output.

SUMMARY

The systems, methods, and devices of the various embodi-
ments provide a power converter that modulates the voltage to
follow the envelope of the phase output such that the current
may pass through to the line. The systems, methods, and
devices of the various embodiments may provide a two phase
power converter that modulates the voltage to follow the
envelope of the two phase output. The systems, methods, and
devices of the various embodiments may provide a three
phase power converter that modulates the intermediate volt-
age to follow the envelope of the three phase output such that
the current may pass through to the line without requiring
intermediate storage. This current pass through may provide
a three phase power converter at reduced cost, with reduced
capacitance, lower boost losses, lower switching loss, and a
smaller total part count. Modulating the intermediate voltage
may allow for switching of only one of the output phases
resulting in less switching loss.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated
herein and constitute part of this specification, illustrate
exemplary embodiments of the invention, and together with
the general description given above and the detailed descrip-
tion given below, serve to explain the features of the inven-
tion.

FIG. 1 is a circuit diagram of a power generation system
according to a first embodiment.

FIG. 2is agraphrelating time, voltage, current, and switch-
ing periods.

FIG. 3A is a circuit diagram of a power generation system
according to a second embodiment.

FIG. 3B is a circuit diagram of a power generation system
according to a third embodiment.

FIG. 4 is a circuit diagram of a power generation system
according to a fourth embodiment.

FIG. 5 is a process flow diagram illustrating an embodi-
ment method for switch control in a power generation system.

FIG. 6A is a process flow diagram illustrating an embodi-
ment method for controlling pulse width modulation in a
power generation system.

FIG. 6B is a process flow diagram illustrating another
embodiment method for controlling pulse width modulation
in a power generation system.

FIG. 7A is a graph relating a three phase voltage waveform
to switching controls.

FIG. 7B is a graph of a three phase voltage envelope.

FIG. 7C is a graph of an absolute minimum signal transi-
tioning between outer envelope pairs.

FIG. 8 is component block diagram of a power generation
system according to a fourth embodiment.

FIG. 9A is a circuit diagram of a power generation system
according to a fifth embodiment.

FIG. 9B is a circuit diagram of a power generation system
according to a sixth embodiment.
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FIG. 9C is a circuit diagram of a power generation system
according to a seventh embodiment.

FIG. 10 is a circuit diagram of a power generation system
according to an eighth embodiment.

FIG. 11A is a graph of a two phase voltage and current
envelope.

FIG. 11B is a graph of an intermediate storage capacitor
voltage.

FIG. 11C is a graph of a two phase voltage envelope and an
intermediate storage capacitor voltage.

FIG. 12 is a process flow diagram illustrating another
embodiment method for switch control in a power generation
system.

FIG. 13 is a process flow diagram illustrating a third
embodiment method for controlling pulse width modulation
in a power generation system.

FIG. 14 is a graph of a three phase voltage envelope and
offset voltage.

FIG. 15 is a process flow diagram illustrating an embodi-
ment method for switch control of a phase approaching a
transition point.

DETAILED DESCRIPTION

The various embodiments will be described in detail with
reference to the accompanying drawings. Wherever possible,
the same reference numbers will be used throughout the
drawings to refer to the same or like parts. References made to
particular examples and implementations are for illustrative
purposes, and are not intended to limit the scope of the inven-
tion or the claims.

The word “exemplary” is used herein to mean “serving as
an example, instance, or illustration.” Any implementation
described herein as “exemplary” is not necessarily to be con-
strued as preferred or advantageous over other implementa-
tions.

The various embodiments are described herein using the
example of a photovoltaic or solar panel as a DC input. This
example is useful for describing the various components and
functionality of the embodiment devices, systems and meth-
ods. However, the embodiments and the scope of the claims
are not limited to such a configuration unless specifically
recited. Describing the embodiments in terms of other poten-
tial applications would be unnecessary and repetitive. Thus,
the terms “solar panel” or “photovoltaic panel” are used
herein to refer generally to any form DC input, which the
embodiments could be applied, and is not intended to limit the
scope of the claims unless specifically recited.

Two phase power can be broken into an envelope consist-
ing of maximum and minimum signals. At any point in time,
one of the phases of the two phase power system may be at the
maximum envelope and one may be at the minimum enve-
lope.

Three phase power can be broken into an envelope consist-
ing of the maximum and minimum signals, and an interme-
diate signal transitioning between the outer envelope pairs. At
any point in time, one of the phases of three phase power may
be at the maximum envelope, one may be at the minimum
envelope, and one may be an intermediate phase transitioning
between the maximum and minimum envelope.

In overview, the systems, methods, and devices of the
various embodiments provide a three phase power converter
that modulates the intermediate voltage to follow the enve-
lope of the three phase output such that the current may pass
through to the line without requiring intermediate storage.
This current pass through may provide a three phase power
converter with reduced cost, capacitance, switching loss, and
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total part count. Modulating only the intermediate voltage
may allow only one of the output phases to be switched
resulting in less switching loss.

In overview, the systems, methods, and devices of the
various embodiments may provide a two phase power con-
verter that modulates the voltage to follow the envelope of the
two phase output.

The various embodiments may provide a control algorithm
that injects steady power into a modulated intermediate enve-
lope. The control algorithm may allow the intermediate stage
to then float through directly connected to the line. By modu-
lating the intermediate stage voltage, only one of the output
phases may need to be pulse width modulated. This may
result in one third the nominal switching loss when compared
to an inverter that must modulated all three output phases at
the same time. Additionally, modulation of the intermediate
stage may allow for power pass through, which may not
require any significant energy storage at the intermediate
stage. The lack of a requirement for any significant energy
storage at the intermediate stage may eliminate the need for
electrolytic capacitors in the power generation system.

The various embodiments may provide a control algorithm
that modulates the high side switching in a two phase power
generation system such that a voltage at a boost capacitor
remains above the two phase line voltage.

The various embodiments provide a power generation sys-
tem in which a DC power source, such as a solar panel may be
used to generate AC power, such as three phase AC power
and/or two phase AC power. In the various embodiments the
non-isolated power generation input may be coupled to the
lower rail of a power output envelope, thereby “floating” the
power generation system to the negative rail. Floating the
power generation system to the negative rail may allow a
single switch, such as a single metal-oxide-semiconductor
field-effect transistor (MOSFET), to be used rather than back
to back parts required in other application where the voltage
is bipolar relative to a switching circuit. Additionally, floating
the power generation system to the negative rail may simplify
the overall isolation scheme for a power converter.

The various embodiments provide a power generation sys-
tem in which a plurality of DC power sources may be locally
controlled to create modulated DC outputs, and the DC out-
puts may be inverted to AC power at a centralized location. A
combiner box may convert the modulated DC outputs to a
single AC output, which may allow sharing of output com-
ponents across multiple DC inputs. The single AC output may
be any phase AC output, such as single phase AC, two phase
AC, or three phase AC.

FIG. 1 illustrates an embodiment power generation system
100 that may operate as a direct inversion power modulator to
convert a DC input to a three phase AC output. A direct
electrical current source, such as solar panel 102 may provide
the DC input to the power generation system 100. While a
solar panel 102 is depicted in FIG. 1, the embodiments are not
limited to a solar panel 102, and any DC power source may be
implemented in the device. The solar panel 102 may have a
positive electrical output terminal 104 and a negative electri-
cal output terminal 106. The positive electrical output termi-
nal 104 of the solar panel 102 may be connected to an input
terminal of a coil 108. As an example, the coil 108 may be a
0.5-2.0 millihenry (0.5-2.0 mH) inductor, and the maximum
current for the coil 108 may be 5-10 amperes (5-10 A). An
output terminal of the coil 108 may be coupled to an input
terminal of a boost switch 110. As an example, the boost
switch 110 may be a single MOSFET, though any known type
of technology capable of performing a switching function,
including relays, transistors, bi-polar transistors, insulated-
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gate bipolar transistors (IGBTs), silicon carbide relays,
nitride transistors, thyristors, series connected MOSFETs,
thyristor emulators, and diodes in series with IGBTs may be
used. An output terminal of the boost switch 110 may be
connected to the negative electrical output terminal 106 of the
solar panel 102. A controller 134, discussed further below,
may have an output terminal that provides a control signal to
a control gate of the boost switch 110 via control line A.

An input terminal of a diode 112 may be connected to the
output terminal of the coil 108. While a diode 112 is depicted
in FIG. 1, the embodiments are not limited to a diode 112 and
the current control functionality may be implemented as a
switch, such as a single MOSFET, though any known type of
technology capable of performing a switching function,
including relays, transistors, bi-polar transistors, insulated-
gate bipolar transistors (IGBTs), silicon carbide relays,
nitride transistors, thyristors, series connected MOSFETs,
thyristor emulators, and diodes in series with IGBTs may be
used. The implementation of diode 112 as a switch may
provide efficient synchronous switching of the boost stage.
An input terminal of a capacitor 114 may be connected to an
output terminal of the diode 104 and an output terminal of the
capacitor 114 may be connected to the negative electrical
output terminal 106 of the solar panel 102. As an example, the
capacitor 114 may be a 1 microfarad (1 pF) capacitor. An
input terminal 140 may be connected to the output terminal of
the diode 112 and the input terminal of the capacitor 114. An
input terminal 142 may be connected to the output terminal of
the capacitor 114. Input terminals of switches 116, 118, and
120 may be connected in parallel with the input terminal 140.
Input terminals of switches 122, 124, and 126 may be con-
nected in parallel with the input terminal 142. As an example,
switches 116, 118, 120, 122, 124, and 126 may be single
MOSFETs, though any known type of technology capable of
performing a switching function, including relays, transis-
tors, bi-polar transistors, insulated-gate bipolar transistors
(IGBTs), silicon carbide relays, nitride transistors, thyristors,
series connected MOSFETs, thyristor emulators, and diodes
in series with IGBTs may be used. Switches 116, 118, 120,
122, 124, and 126 may be controlled via control signals from
the controller 134 sent via control lines B, C, D, E, F, and G,
respectively.

An output terminal of switch 116 and an output terminal of
switch 122 may be connected together to form a single output
terminal. Connected together in this manner, switch 116 and
122 may form a half bridge circuit. The output terminal of
switch 116 and output terminal of switch 122 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 128. As an example,
coil 128 may be an inductor, configured to output current to
line A. As an example, coil 128 may be a 1 mH inductor. As an
example, line A may be a single line connection to a three
phase power grid.

An output terminal of switch 118 and an output terminal of
switch 124 may be connected together to form a single output
terminal. Connected together in this manner, switch 118 and
124 may form a half bridge circuit. The output terminal of
switch 118 and output terminal of switch 124 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 130. As an example,
coil 130 may be an inductor, configured to output current to
line B. As an example, coil 130 may be a 1 mH inductor. As an
example, line B may be a single line connection to a three
phase power grid.

An output terminal of switch 120 and an output terminal of
switch 126 may be connected together to form a single output
terminal. Connected together in this manner, switch 120 and

25

30

40

45

6

126 may form a half bridge circuit. The output terminal of
switch 120 and output terminal of switch 126 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 132. As an example,
coil 132 may be an inductor, configured to output current to
line C. As an example, coil 132 may be a 1 mH inductor. As an
example, line C may be a single line connection to a three
phase power grid.

A benefit of the half bridge circuit configuration discussed
above in relation to switches 116, 118, 120, 122, 124, and 126
may be that the power generation system 100 may be pro-
tected against line to line mistiming events. If during the
transition two switches comprising a half bridge circuit are
open simultaneously, the coil on that line (i.e., 128, 130, or
132) may pull current through the diode 112 ensuring a safe
operating limit is maintained for the power generation system
100. Line to line shoot through may not be a concern because
the voltage in the system 100 may only be a function of the
single capacitor 114, and having two output lines (e.g., A and
B, A and C, or B and C) connected simultaneous may be a
normal operating condition.

In an alternative optional embodiment, a panel disconnect
switch 140 may be connected between the positive electrical
output terminal 104 of the solar panel 102 and the input
terminal of coil 108. The panel disconnect switch 140 may be
a single MOSFET, though any known type of technology
capable of performing a switching function, including relays,
transistors, bi-polar transistors, insulated-gate bipolar tran-
sistors (IGBTs), silicon carbide relays, nitride transistors,
thyristors, series connected MOSFETs, thyristor emulators,
and diodes in series with IGBTs may be used. The controller
134, discussed further below, may have an output terminal
that provides a control signal to a control gate of the panel
disconnect switch 110 via control line H. An input terminal of
a panel input capacitor 142 may be connected to the output
terminal of the panel disconnect switch 140 and an output
terminal of capacitor 142 may be connected to the negative
electrical output terminal 106 of the solar panel 102. When
opened, the panel disconnect switch 140 may allow the solar
panel 102 to be electrically disconnected from the rest of the
power generation system 100. In another alternative embodi-
ment (not shown), the panel disconnect switch 140 may be
connected between the output terminal of the capacitor 142
and the negative electrical output terminal 106 of the solar
panel 102.

In another alternative optional embodiment a plurality of
solar panels 102.1, 102.2, and 102.» may be connected in
parallel with solar panel 102. While FIG. 1 depicts an optional
embodiment with four solar panels 102, 102.1, 102.2, and
102.7, any number of solar panels, suchas 1, 2,3, 4, or greater,
may be implemented in power generation system 100. The
solar panels 102.1,102.2, and 102.» may each have a positive
electrical output terminal 104.1, 104.2, and 104.n, respec-
tively, and a negative electrical output terminal 106.1, 106.2,
and 106.n, respectively. All the positive electrical output ter-
minals 104, 104.1, 104.2, and 104.z may be connected
together in parallel and connected to the input terminal of coil
108 as discussed above. All the negative electrical output
terminals 106, 106.1, 106.2, and 106.» may be connected
together in parallel and connected to the output terminals of
boost switch 110, capacitor 114, and input terminal 142. In
another optional alternative embodiment (not shown), solar
panels 102, 102.1, 102.2, and 102.» may be connected in
series.

The controller 134 may comprise a plurality of output
terminals, each of which may be operated independently.
Control lines A, B, C, D, E, F, G, and H may be connected to
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the control gates of switches 110, 116, 118, 120, 122, 124,
126, and 140, respectively. Controller 134 may contain a
programmable controller or processor 136 and a memory
138. The programmable controller 136 may allow the con-
troller 134 to perform logic operations and to control the
operation of switches 110, 116, 118, 120, 122, 124, 126, and
140 in response to information stored in the memory 138. The
control lines A, B, C, D, E, F, G, and H may be coupled to the
programmable controller 136 such that control signals from
the programmable controller 136 may be sent via the control
lines A, B, C,D, E, F, G, and H to the switches 110, 116, 118,
120, 122, 124, 126, and 140.

The programmable controller 136 may receive inputs from
monitoring devices (not shown) placed throughout the power
generation system 100 to provide input of operating condi-
tions of the power generation system 100. As an example,
operating condition inputs may include the voltage or current
at any point in the power generation system 100 (e.g., output
current sensors for each output line, A, B, and C and/or a
current sensor connected to coil 108) or the shape of the line
waveform on the three output lines A, B, and C. Additionally,
the memory 138 may store known operating conditions, such
as an ideal line waveform. The monitored operating condi-
tions and/or the known operating conditions stored in the
memory 138 may be used by the programmable controller
136 to control the operation of the power generation system
100. As an example, to maintain a constant power output in
the power generation system 100, an ideal line waveform
stored in the memory 138 may be referenced by the program-
mable controller 136 to control the operation of boost switch
110. The ideal line waveform may be fed forward into a
control algorithm for the boost switch 110, which may enable
the programmable controller 136 to create a modulated DC
output to maintain a constant power output by controlling the
operation of the boost switch 110. As an alternative example,
the three phase power grid line waveform may be tracked in
real time and provided to the programmable controller 136.
This tracked waveform may be used as a feed forward input to
a control algorithm for the boost switch 110, which may
enable the programmable controller 136 to create a modu-
lated DC output to maintain a constant power output by
controlling the operation of the boost switch 110. As another
example, the current may be monitored in real time by an
output current sensor and/or current sensor connected to coil
108 and provided to the programmable controller 136. The
current data may enable the programmable controller 136 to
balance the output phase currents by controlling the operation
of the boost switch 110, switch 116, switch 118, switch 120,
switch 122, switch 124, and/or switch 126.

In operation the power generation system 100 illustrated in
FIG. 1 may begin by boosting the solar panel 102 voltage.
When exposed to light the solar panel 102 may generate
current. The boost switch 110 may be opened and closed by
the controller 134 via a control signal on control line A to
build current in the coil 108. In this manner, the solar panel
102 voltage may be boosted to the envelope of the three phase
waveform, but need not be boosted above the line voltage.
The solar panel 102 voltage input may be allowed to float with
the solar panel 102 tied to the minimum phase input, i.e., the
negative rail. In this manner, the absolute solar panel 102
voltage may float up and down following the lower envelope
shape of the three phase waveform.

As the boost switch 110 is opened and closed a single
output pulse may be sent through the diode 112 and across the
capacitor 114 to the input terminals 140 and 142. The output
pulse may be a pulse width modulated pulse that may be
translated into a pulse amplitude modulated (PAM) current
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pulse. The voltage at the capacitor 114 may track the magni-
tude of the maximum and minimum three phase power enve-
lopes and the voltage at the capacitor 114 may vary over time.
The current and power transferred to the lines A, B, and C may
be controlled by the operation of switches 116, 118, 120, 122,
124, and 126. The controller 134 may open and close switches
116, 118, 120, 122, 124, and 126 via control signals on
control lines B, C, D, E, F, and G, respectively, to control the
flow of current to lines A, B, and C. As an example, in an
initial state, the controller may close switches 116 and 126,
and open switches 118, 120, 122, and 124. In this manner,
positive current pulses may be provided to line A and the
negative current pulses to line C. In this initial state, line A
may represent the maximum three phase power envelope and
line C may represent the minimum three phase power enve-
lope. Inthis initial state, line B may represent the transitioning
phase. As an example, if the transitioning phase is increasing,
switches 118 and 124 for line B may be opened and closed in
response to control signals sent from the controller 134 via
control lines C and F to create an output current proportional
to the voltages between the high and low phases represented
on lines A and C, respectively. The current and power trans-
ferred to lines A and C may be a direct function of the power
transferred to the capacitor 114 minus the power taken by line
B that is transitioning within the three phase voltage enve-
lope.

FIG. 2 illustrates an example of the result of the conversion
of a pulse width modulated pulse that may be translated into
a pulse amplitude modulated (PAM) current pulse by the
power generation system 100. The short duration roughly
rectangular voltage pulses 202 may represent the voltage on
the drain side of boost switch 110. The pulse width 208 may
approximate the pulse width of the signal from the controller
134 vialine A and the period 210 may be the switching period
of the power generation system 100. The rounded half wave
rectified sine wave 204 may be the output of the power gen-
eration system 100 to any of the three lines, A, B, C, depend-
ing on the status of the control signals from controller 134 and
the status of the switches 116, 118, 120, 122, 124, and 126.
The capacitor 114 may act with the coils 128, 130, and 132 as
reconstruction filters to create the rounded half wave rectified
sine wave 204. The triangle waveform 206 illustrates the
variation of the current through the solar panel 102 during the
same time period, and shows the effect the coil 108 and input
capacitor 142 may have in maintaining a relatively constant
solar panel 102 current, independent of the relatively large
pulse width modulated current pulses created by the recon-
struction filters.

FIG. 3A illustrates an embodiment of a power generation
system 300 that is similar to power generation system 100
illustrated in FIG. 1 with the addition of a second coil 302, a
second boost switch 304, and a second diode 306. The addi-
tion of a second coil 302 run in parallel with the first coil 108
may enable the coils 108 and 302 to operate independently. In
this manner, one or both coils (108 and 302) may be used to
transfer power.

Inthe embodiment illustrated in FIG. 3 A, an input terminal
of'the second coil 302 may be connected to the positive output
terminal 104 of the solar panel 102. As an example, the
second coil 302 may be a 1 millihenry (1 mH) inductor, and
the maximum current for the coil 302 may be 2.5 amperes (2.5
A). An output terminal of the second coil 302 may be coupled
to an input terminal of the second boost switch 304. As an
example, the second boost switch 304 may be a single MOS-
FET, though any known type of technology capable of per-
forming a switching function, including relays, transistors,
bi-polar transistors, insulated-gate bipolar transistors (IG-
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BTs), silicon carbide relays, nitride transistors, thyristors,
series connected MOSFETs, thyristor emulators, and diodes
in series with IGBTs may be used. An output terminal of the
second boost switch 304 may be connected to the negative
electrical output terminal 106 of the solar panel 102. The
controller 134 may have an output terminal that provides a
control signal to a control gate of the second boost switch 304
via control line J. The controller 134 may control the second
boost switch 304 in a manner similar to that discussed above
regarding the control of the boost switch 110. An input ter-
minal of the second diode 306 may be connected to the output
terminal of the second coil 302. While a second diode 306 is
depicted in FIG. 3A, the embodiments are not limited to a
second diode 306 and the current control functionality may be
implemented as a switch, such as a single MOSFET, though
any known type of technology capable of performing a
switching function, including relays, transistors, bi-polar
transistors, insulated-gate bipolar transistors (IGBTs), silicon
carbide relays, nitride transistors, thyristors, series connected
MOSFETs, thyristor emulators, and diodes in series with
IGBTs may be used. The implementation of the second diode
306 as a switch may provide efficient synchronous switching
of'the boost stage. An output terminal of the second diode 306
may be connected to the input terminal of the capacitor 114.

In operation, the power generation system 300 operates in
a similar manner as power generation system 100 described
above with reference to FIG. 1. The addition of second coil
302 and second boost switch 304 may enable the coils (108
and 302) to transfer power independently. In low power appli-
cations only one of the coils (108 or 302) may be needed. For
higher power applications, both coils (108 and 302) may be
utilized by controlling the operation of both boost switches
(110 and 304). Additionally, because the input in power gen-
eration system 300 may be fully isolated from the output of
power generation system 300, the frequency of the input
switching may be changed with minimal impact on the output
waveform of the power generation system 300. The controller
134 may control the operation of the boost switches (110 and
304) independently based on a desired power output. As an
example, for a power output of 0-25 watts (0-25 W) the
controller 134 may only operate boost switch 110 at a switch-
ing frequency of 7.5 kilohertz (7.5 kHz). As an example, for
a power output of 25-60 W the controller 134 may only
operate boost switch 110 at a switching frequency of 15 kHz.
As an example, for a power output of 60-150 W the controller
134 may operate boost switch 110 and boost switch 302, both
at a switching frequency of 15 kHz. As an example, for a
power output of 150 W-270 W the controller 134 may operate
boost switch 110 and boost switch 302, both at a switching
frequency of 30 kHz. As described above with reference to
FIG. 1, the design of power generation system 300 may allow
the absolute solar panel 102 voltage to float up and down
following the lower envelope of the minimum phase input.

FIG. 3B illustrates an embodiment of a power generation
system 3008 that is similar to power generation system 300
illustrated in FIG. 3A with the addition of a third coil 308, a
third boost switch 310, and a third diode 312. The addition of
a third coil 308 run in parallel with the first coil 108 and the
second coil 302 may enable the coils 108, 302, and 308 to
operate independently. In this manner, one, two, or three coils
(108, 302, and 308) may be used to transfer power.

In the embodiment illustrated in FIG. 3B, an input terminal
of' the third coil 308 may be connected to the positive output
terminal 104 of the solar panel 102. As an example, the third
coil 308 may be a 1 millihenry (1 mH) inductor, and the
maximum current for the coil 302 may be 1.66 amperes (1.66
A). An output terminal of the third coil 308 may be coupled to
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an input terminal of the third boost switch 310. As an
example, the third boost switch 310 may be a single MOS-
FET, though any known type of technology capable of per-
forming a switching function, including relays, transistors,
bi-polar transistors, insulated-gate bipolar transistors (IG-
BTs), silicon carbide relays, nitride transistors, thyristors,
series connected MOSFETs, thyristor emulators, and diodes
in series with IGBTs may be used. An output terminal of the
third boost switch 310 may be connected to the negative
electrical output terminal 106 of the solar panel 102. The
controller 134 may have an output terminal that provides a
control signal to a control gate of the third boost switch 310
via control line K. The controller 134 may control the third
boost switch 310 in a manner similar to that discussed above
regarding the control of the boost switches 110 and 304. An
input terminal of the third diode 312 may be connected to the
output terminal of the third coil 308. While a third diode 312
is depicted in FIG. 3B, the embodiments are not limited to a
third diode 312 and the current control functionality may be
implemented as a switch, such as a single MOSFET, though
any known type of technology capable of performing a
switching function, including relays, transistors, bi-polar
transistors, insulated-gate bipolar transistors (IGBTs), silicon
carbide relays, nitride transistors, thyristors, series connected
MOSFETs, thyristor emulators, and diodes in series with
IGBTs may be used. The implementation of the third diode
312 as a switch may provide efficient synchronous switching
of the boost stage. An output terminal of the third diode 312
may be connected to the input terminal of the capacitor 114.

In operation, the power generation system 300B operates
in a similar manner as the power generation system 300
described above with reference to FIG. 3. The addition of the
third coil 308 and third boost switch 310 may enable the coils
(108, 302, and 308) to transfer power independently. In low
power applications only one of the coils (108, 302, or 308)
may be needed. For higher power applications, two or three
coils (108, 302, and/or 308) may be utilized by controlling the
operation of two or three boost switches (110, 304, and/or
310). Additionally, because the input in power generation
system 300B may be fully isolated from the output of power
generation system 300B, the frequency of the input switching
may be changed with minimal impact on the output waveform
of'the power generation system 300B. The controller 134 may
control the operation of the boost switches (110, 304, and
310) independently based on a desired power output in a
manner similar to that discussed above with reference to FIG.
3A. Asdescribed above with reference to FIG. 1, the design of
power generation system 300B may allow the absolute solar
panel 102 voltage to float up and down following the lower
envelope of the minimum phase input.

FIG. 4. illustrates an embodiment of a power generation
system 400 that is similar to power generation system 100
illustrated in FIG. 1 with the addition of multiple DC power
sources, 102a, 1025, 102¢, 102d, multiple DC modulators
402, 404, 406, and 408, and a combiner box 442. While
illustrated with reference to four DC power sources 102a,
1025,102¢, and 1024 and four DC modulators, 402, 404, 406,
408, the embodiments are not limited to four power sources
and modulators, and may be applicable to an unlimited num-
ber of DC power sources and DC modulators.

Similar to solar panel 102 discussed above with reference
to FIG. 1, solar panels 1024, 1025, 102¢, and 1024 may each
have positive electrical output terminals 104a, 1045, 104c,
and 1044 and negative electrical output terminals 106a, 1065,
106¢, and 106d.

DC modulators 402, 404, 406, and 408 may each have a
positive input terminal 410, 414, 418, and 422, respectively,
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and a negative input terminal 412, 416, 420, and 424, respec-
tively. DC modulators 402, 404, 406, and 408 may each be
comprised of a coil 108, a boost switch 110, a diode 112, a
capacitor 114, a controller 134, a programmable controller
136, and a memory 138 as described above with reference to
FIG. 1. As discussed above with reference to FIG. 1, the three
phase power grid line waveform may be tracked in real time
and provided to the programmable controller 136. This
tracked waveform may be used as a feed forward input to a
control algorithm for the boost switch 110, that may enable
the programmable controller 136 to create a modulated DC
output to maintain a constant power output by controlling the
operation of the boost switch 110. Additionally, a status of the
combiner box 442 may be provided to each programmable
controller 136 via a communication input (not shown). The
tracked waveform or the status of the combiner box 442 may
enable the programmable controller 136 to stop the DC out-
put if the combiner box 442 goes offline (e.g., during a fire),
thereby acting as a failsafe enabling the DC outputs to be
disabled remotely.

The coil 108, the boost switch 110, the diode 112, the
capacitor 114, the controller 134, the programmable control-
ler 136, and the memory 138 of each DC modulator 402, 404,
406, and 408 may be connected as described above with
reference to FIG. 1, and may operate together as described
above with reference to FIG. 1 to generate a modulated DC
output. DC modulators 402, 404, 406, and 408 may each have
a positive output terminal 426, 430, 434, and 438, respec-
tively, and a negative output terminal 428, 432, 436, and 440,
respectively.

The positive output terminals 426, 430, 434, and 438 may
be connected to a positive input terminal 444 of the combiner
box 442. The negative output terminals 428, 432, 436, and
440 may be connected to a negative input terminal 446 of the
combiner box 442.

In the combiner box 442, input terminals of switches 448,
450, and 452 may be connected in parallel with the positive
input terminal 444. Input terminals of switches 454, 456, and
458 may be connected in parallel with the negative input
terminal 446. As an example, switches 448, 450, 452, 454,
456, and 458 may be single MOSFETs, though any known
type of technology capable of performing a switching func-
tion, including relays, transistors, bi-polar transistors, insu-
lated-gate bipolar transistors (IGBTs), silicon carbide relays,
nitride transistors, thyristors, series connected MOSFETs,
thyristor emulators, and diodes in series with IGBTs may be
used. Switches 448, 450, 452, 454, 456, and 458 may be
similar to switches 116, 118, 120, 122, 124, and 126
described above with reference to FIG. 1. Switches 448, 450,
452, 454, 456, and 458 may be controlled via control signals
from a controller 460 sent via control lines A, B, C, D, E, and
F, respectively.

An output terminal of switch 448 and an output terminal of
switch 454 may be connected together to form a single output
terminal. Connected together in this manner, switch 448 and
454 may form a half bridge circuit. The output terminal of
switch 448 and output terminal of switch 454 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 466. As an example,
coil 466 may be an inductor, configured to output current to
line A. As an example, line A may be a single line connection
to a three phase power grid. The connection of switches 448
and 454, coil 466, and line A, may be similar to the connection
between switches 116 and 122, coil 128, and line A discussed
above with reference to FIG. 1.

An output terminal of switch 450 and an output terminal of
switch 456 may be connected together to form a single output
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terminal. Connected together in this manner, switch 450 and
456 may form a half bridge circuit. The output terminal of
switch 450 and output terminal of switch 456 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 468. As an example,
coil 468 may be an inductor, configured to output current to
line B. As an example, line B may be a single line connection
to a three phase power grid. The connection of switches 450
and 456, coil 468, and line B, may be similar to the connection
between switches 118 and 124, coil 130, and line B discussed
above with reference to FIG. 1.

An output terminal of switch 452 and an output terminal of
switch 458 may be connected together to form a single output
terminal. Connected together in this manner, switch 452 and
458 may form a half bridge circuit. The output terminal of
switch 452 and output terminal of switch 458 may be con-
nected together to form a single output terminal that may be
connected to an input terminal of coil 470. As an example,
coil 470 may be an inductor, configured to output current to
line C. As an example, line C may be a single line connection
to a three phase power grid. The connection of switches 452
and 458, coil 470, and line C, may be similar to the connection
between switches 120 and 126, coil 132, and line C discussed
above with reference to FIG. 1.

Controller 460 may contain a programmable controller or
processor 462 and a memory 464. The controller 460 may be
similar to the controller 134 discussed above with reference to
FIG. 1. The programmable controller 462 may allow the
controller 460 to perform logic operations and to control the
operation of switches 448, 450, 452, 454, 456, and 458 in
response to information stored in the memory 464. The con-
trollines A, B, C, D, E, and F may be coupled to the program-
mable controller 462 such that control signals from the pro-
grammable controller 462 may be sent via the control lines A,
B, C, D, E, and F to the switches 448, 450, 452, 454, 456, and
458.

In operation the power generation system 400 may operate
in a manner similar to power generation system 100 discussed
above with reference to FIG. 1. DC current from the solar
panels 102a, 1025, 102¢, and 1024 may be modulated by the
DC modulators 402, 404, 406, and 408, respectively. The
output of each DC modulator 402, 404, 406, and 408 may be
individually synchronized to the three phase output envelope
as discussed above with reference to FIG. 1, but the individual
outputs of DC modulators 402, 404, 406, and 408 need not be
synchronized together. Inductance in the output lines A, B,
and C may smooth the outputs of the DC modulators 402,
404, 406, and 408, thus synchronization of the individual
outputs of DC modulators 402, 404, 406, and 408 may not be
necessary. In an embodiment, the power generation system
400 may combine the individual outputs of the DC modula-
tors 402, 404, 406, and 408 in such a manner that the high
frequency pulses from the DC modulators 402, 404, 406, and
408 may create an average voltage-current waveform that
may mimic a desired clean modulated DC bus output.

The modulated DC output from each DC modulator 402,
404,406, and 408 may be sent to the combiner box 442. In this
manner, the inversion of the modulated DC output to an AC
output may occur at a centralized location, the combiner box
442. The use of the centralized combiner box 442 may allow
the sharing of output components across multiple DC input
sources. The output to lines A, B, and C from the combiner
box 442 may be a three phase waveform as discussed above
with reference to FIG. 1.

FIG. 5illustrates an embodiment method 500 for determin-
ing which line of a three phase power generation system
represents the maximum phase, the minimum phase, and the
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transitioning intermediate phase. As an example, the three
phase power generation system may be the power generation
system 100 described above with reference to FIG. 1. The
method 500 may be implemented by the controller 134 of a
power generation system 100 comparing the voltages on out-
put lines A, B, and C. In the embodiment method 500 illus-
trated in FIG. 5, the maximum phase at any given time may be
denoted Phase [1], the intermediate phase may be denoted
Phase [2], and the minimum phase may be denoted Phase [3].
A, B, and C, may represent the three output lines of a three
phase power generation system, such as power generation
system 100.

Atblock 502 the method may start. At determination block
504, the controller 134 may determine if the voltage on line A
is greater than or equal to the voltage on line B and the voltage
on line A is greater than or equal to the voltage on line C. If the
voltage on line A is greater than or equal to the voltage on line
B and greater than or equal to the voltage on line C (i.e.,
determination block 504="“Yes”), at block 506 the controller
134 may assign line A as the maximum phase, Phase [1]. At
determination block 508, the controller 134 may determine if
the voltage on line B is greater than or equal to the voltage on
line C. If the voltage on line B is greater than or equal to the
voltage on line C (i.e., determination block 508=Yes”), at
block 510 the controller 134 may assign line B as the inter-
mediate phase, Phase [2], and assign line C as the minimum
phase, Phase [3]. If the voltage on line B is less than the
voltage on line C (i.e., determination block 508=No”), at
block 512 the controller 134 may assign line C as the inter-
mediate phase, Phase [2], and assign line B as the minimum
phase, Phase [3].

If the voltage on line A is less than B and less than C (i.e.,
determination block 504=No”), at determination block 514
the controller 134 may determine if the voltage on line B is
greater than or equal to the voltage on line C. If the voltage on
line B is greater than or equal to the voltage on line C (i.e.,
determination block 514="“Yes”), at block 516 the controller
134 may assign line B as the maximum phase, Phase [1]. At
determination block 518, the controller 134 may determine if
the voltage on line A is greater than or equal to the voltage on
line C. If the voltage on line A is greater than or equal to the
voltage on line C (i.e., determination block 518=“Yes”), at
block 520 the controller 134 may assign line A as the inter-
mediate phase, Phase [2], and assign line C as the minimum
phase, Phase [3]. If the voltage on line A is less than the
voltage on line C (i.e., determination block 518=No”), at
block 522 the controller 134 may assign line C as the inter-
mediate phase, Phase [2], and assign line A as the minimum
phase, Phase [3].

If the voltage on line B is less than the voltage on line C
(i.e., determination block 514="No”), at block 524 the pro-
grammable controller may assign line C as the maximum
phase, Phase [1]. At determination block 526, the controller
134 may determine if the voltage on line B is greater than or
equal to the voltage on line A. If the voltage on line B is
greater than or equal to the voltage on line A (i.e., determi-
nation block 526="Yes”), at block 528 the controller 134 may
assign line B as the intermediate phase, Phase [2], and assign
line A as the minimum phase, Phase [3]. If the voltage on line
B is less than the voltage on line A (i.e., determination block
526="No"), at block 530 the controller 134 may assign line A
as the intermediate phase, Phase [2], and assign line B as the
minimum phase, Phase [3].

FIG. 6A illustrates an embodiment method 600 for deter-
mining the level of pulse width modulation to apply to the
phases of three phase power generation system that may be
used in conjunction with method 500 described above. As
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discussed above, only the intermediate phase may need to be
pulse width modulated. The switching period for the inter-
mediate phase may be determined by comparing the voltage
differences in the three lines and using that comparison to
assign a percentage of time the intermediate line should be
switched on. To determine the duty cycle for switching the
line associated with the intermediate phase at a given instant,
atblock 602 the controller 134 may calculate the intermediate
phase PWM percentage (MidPWM). At block 602 the con-
troller 134 may determine the MidPWM to be equal to the
difference between the instant voltage at the intermediate
phase (Phase[2]) and the instant voltage at the minimum
phase (Phase[3]) over the difference between the instant volt-
age at the maximum phase (Phase[1]) and the instant voltage
at the minimum phase (Phase[2]). The determined MidPWM
may represent a percentage of the duty cycle for the pulse
width modulation applied to the maximum phase (Phase[1])
for which to enable voltage to flow to the intermediate phase
(Phase[2]). At block 604 the controller 134 may apply pulse
width modulated signals to the line assigned as the maximum
phase (Phase[1]) for 100% of the duty cycle, may apply pulse
width modulated signals to the line assigned as the interme-
diate phase (Phase[2]) for the MidPWM percentage of the
duty cycle, and may apply no pulse width modulated signals
to the line assigned as the minimum phase (Phase[3]).

FIG. 6B illustrates an alternative embodiment method
600B for determining the level of pulse width modulation to
apply to the phases of three phase power generation system
that may be used in conjunction with method 500 described
above. As discussed above, only the intermediate phase may
need to be pulse width modulated. Method 600B may imple-
ment a Discontinuous Current Mode (DCM) in which the
current in the transitioning phase may be determined prima-
rily by the voltage difference between the other phase of the
same polarity, and the voltage of the transitioning phase line
to assign a percentage of time the intermediate line should be
switched on. To determine the duty cycle for switching the
line associated with the intermediate phase at a given instant,
at determination block 606 the controller 134 may determine
if the polarity of the maximum phase (Phase[1]) is equal to
that of the intermediate phase (Phase[2]). If the maximum
phase (Phase[1]) and the intermediate phase (Phase[2]) have
the same polarity (i.e., determination block 606="Yes”), at
block 608 the controller 134 may determine the MidPWM to
be equal to the difference between the instant voltage at the
maximum phase (Phase[1]) and the intermediate phase
(Phase[2]). As discussed above with reference to FIG. 6A, at
block 604 the controller 134 may apply pulse width modu-
lated signals to the line assigned as the maximum phase
(Phase[1]) for 100% of the duty cycle, may apply pulse width
modulated signals to the line assigned as the intermediate
phase (Phase[2]) for the MidPWM percentage of the duty
cycle, and may apply no pulse width modulated signals to the
line assigned as the minimum phase (Phase[3]). If the maxi-
mum phase (Phase[1]) is not the same polarity as the inter-
mediate phase (Phase[2]) (i.e., determination block
606=No”), at block 610 the controller 134 may determine
the MidPWM to be equal to the difference between the instant
voltage at the minimum phase (Phase[3]) and the intermedi-
ate phase (Phase[2]). As discussed above with reference to
FIG. 6A, at block 604 the controller 134 may apply pulse
width modulated signals to the line assigned as the maximum
phase (Phase[1]) for 100% of the duty cycle, may apply pulse
width modulated signals to the line assigned as the interme-
diate phase (Phase[2]) for the MidPWM percentage of the
duty cycle, and may apply no pulse width modulated signals
to the line assigned as the minimum phase (Phase[3]).
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FIG. 7A illustrates the voltage waveforms of three phase
electrical power that may be created by implementing the
methods 500 and 600 or 600B in the power generation system
100. The three sinusoidal voltage waveforms correspond to
the three voltage outputs on output lines A, B, and C of power
generation system 100. The voltage waveform on line A is
represented by the dashed line, the voltage waveform on line
B is represent by the dotted line, and the voltage waveform on
line C is represented by the solid line. The graph depicts the
relationship of the voltage waveforms during one 360 degree
switching cycle. While the relationship of the phases illus-
trated in FIG. 7A is shown as A-B-C, the phases generated by
power generation system 100 may be in any order, such as
A-C-B, and the embodiments should not be limited to the
phase relationship shown. The controller 134 of power gen-
eration system 100 may control switches 116, 118, 120, 122,
124, and 126 as necessary to match any desired line phase
relationship or polarity.

For the first 30 degree portion of the cycle, line A may be
the maximum phase, Phase [1], line B may be the intermedi-
ate phase, Phase [2], and lines C may be the minimum phase,
Phase [3]. To establish line A as the maximum phase, the
controller 134 may activate switch 116 and open switch 122.
To establish line C as the minimum phase, the controller 134
may activate switch 126 and open switch 120. Line B may be
the intermediate phase, and initially at the 0 degree point the
controller 134 may open both switches 118 and 124. Over the
period from 0 to 30 degrees, the intermediate phase voltage on
line B may increase, while the maximum phase voltage on
line A may decrease. The controller 134 may activate switch
118 intermittently thereby implementing method 600
described above. When switch 118 is activated, line B, the
intermediate phase, may steal current from line A resulting in
a lower voltage at line A and a rise in voltage at line B. Switch
126 may remain active, which may result in the voltage on
line C being the minimum phase and tracking the bottom of
the three phase envelope.

After the 30 degree point, the voltage on line B may be
greater than the voltage on line A, and line B may be the
maximum phase, Phase[1], line A may be the intermediate
phase, Phase[2], and line C may remain the minimum phase,
Phase [3]. Over the period from 30 to 60 degrees, the control-
ler 134 may activate switch 118 and open switch 124 to
establish line B as the maximum phase, and leave switch 120
open and switch 126 activated thereby keeping line C as the
minimum phase. The controller 134 may now leave switch
122 open and intermittently activate switch 116 thereby
implementing method 600 described above. When switch
116 is activated, line A, the intermediate phase, may steal
current from line B resulting in a lower voltage at line B and
arise in voltage at line A.

Atthe 60 degree point, the voltage on line A may reach the
zero crossing point where the voltage shifts from a positive
voltage value to a negative voltage value. Over the period
from 60 to 90 degrees, the controller 134 may leave switches
118 and 126 active and switches 120 and 124 open as line B
remains the maximum phase and line C the minimum phase.
To provide a negative voltage value to line A, the controller
134 may now open switch 116 and intermittently activate
switch 122 thereby implementing method 600 described
above. When switch 122 is activated, line A, the intermediate
phase, may steal current from line C, resulting in a less nega-
tive voltage at line C.

After the 90 degree point, the voltage on line C may be
greater than the voltage on line A. Line B may remain the
maximum phase, Phase[1], line C may be the intermediate
phase, Phase[2], and line A may now be the minimum phase,
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Phase[3]. Over the period from 90 to 120 degrees, line B may
remain the maximum phase, and the controller 134 may leave
switch 118 activated and switch 124 open. The controller 134
may leave switch 116 open and activate switch 122 thereby
establishing line A as the minimum phase. The controller 134
may now leave switch 120 open and intermittently activate
switch 126 thereby implementing method 600 described
above. When switch 126 is activated, line C, the intermediate
phase, may steal current from line A, resulting in a less nega-
tive voltage at line A.

Atthe 120 degree point, the voltage on line C may reach the
zero crossing point where the voltage shifts from a negative
voltage value to a positive voltage value. Over the period from
120 to 150 degrees, the controller 134 may leave switches 122
and 118 active and switches 116 and 124 open as line B
remains the maximum phase and line A the minimum phase.
To provide a positive voltage value to line C, the controller
134 may now open switch 126 and intermittently activate
switch 120 thereby implementing method 600 described
above. When switch 120 is activated, line C, the intermediate
phase, may steal current from line B resulting in a lower
voltage at line B and a rise in voltage at line C.

After the 150 degree point, the voltage on line C may be
greater than the voltage on line B, and line C may be the
maximum phase, Phase[1], line B may be the intermediate
phase, Phase[2], and line A may remain the minimum phase,
Phase [3]. Over the period from 150 to 180 degrees, the
controller 134 may activate switch 120 and open switch 126
to establish line C as the maximum phase, and leave switch
116 open and switch 122 activated thereby keeping line A as
the minimum phase. The controller 134 may now leave
switch 124 open and intermittently activate switch 118
thereby implementing method 600 described above. When
switch 118 is activated, line B, the intermediate phase, may
steal current from line C resulting in a lower voltage at line C
and a rise in voltage at line B.

Atthe 180 degree point, the voltage on line B may reach the
zero crossing point where the voltage shifts from a positive
voltage value to a negative voltage value. Over the period
from 180 to 210 degrees, the controller 134 may leave
switches 120 and 122 active and switches 126 and 116 open
as line C remains the maximum phase and line A the mini-
mum phase. To provide a negative voltage value to line B, the
controller 134 may now open switch 118 and intermittently
activate switch 124 thereby implementing method 600
described above. When switch 124 is activated, line B, the
intermediate phase, may steal current from line A, resulting in
a less negative voltage at line A.

After the 210 degree point, the voltage on line A may be
greater than the voltage on line B. Line C may remain the
maximum phase, Phase[1], line A may be the intermediate
phase, Phase[2], and line B may now be the minimum phase,
Phase[3]. Over the period from 210 to 240 degrees, line C
may remain the maximum phase, and the controller 134 may
leave switch 120 activated and switch 126 open. The control-
ler 134 may leave switch 118 open and activate switch 124
thereby establishing line B as the minimum phase. The con-
troller 134 may now leave switch 116 open and intermittently
activate switch 122 thereby implementing method 600
described above. When switch 122 is activated, line A, the
intermediate phase, may steal current from line B resulting in
a less negative voltage at line B.

Atthe 240 degree point, the voltage on line A may reach the
zero crossing point where the voltage shifts from a negative
voltage value to a positive voltage value. Over the period from
240to 270 degrees, the controller 134 may leave switches 120
and 124 active and switches 118 and 126 open as line C
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remains the maximum phase and line B the minimum phase.
To provide a positive voltage value to line A, the controller
134 may now open switch 122 and intermittently activate
switch 116 thereby implementing method 600 described
above. When switch 116 is activated, line A, the intermediate
phase, may steal current from line C resulting in a lower
voltage at line C and a rise in voltage at line A.

After the 270 degree point, the voltage on line A may be
greater than the voltage on line C, and line A may be the
maximum phase, Phase[1], line C may be the intermediate
phase, Phase[2], and line B may remain the minimum phase,
Phase [3]. Over the period from 270 to 300 degrees, the
controller 134 may activate switch 116 and open switch 122
to establish line A as the maximum phase, and leave switch
118 open and switch 124 activated thereby keeping line B as
the minimum phase. The controller 134 may now leave
switch 126 open and intermittently activate switch 120
thereby implementing method 600 described above. When
switch 120 is activated, line C, the intermediate phase, may
steal current from line A resulting in a lower voltage at line A
and a rise in voltage at line C.

Atthe 300 degree point, the voltage on line C may reach the
zero crossing point where the voltage shifts from a positive
voltage value to a negative voltage value. Over the period
from 300 to 330 degrees, the controller 134 may leave
switches 116 and 124 active and switches 118 and 122 open
as line A remains the maximum phase and line B the mini-
mum phase. To provide a negative voltage value to line C, the
controller 134 may now open switch 120 and intermittently
activate switch 126 thereby implementing method 600
described above. When switch 126 is activated, line C, the
intermediate phase, may steal current from line B, resulting in
a less negative voltage at line C.

After the 330 degree point, the voltage on line B may be
greater than the voltage on line C. Line A may remain the
maximum phase, Phase[1], line B may be the intermediate
phase, Phase[2], and line C may now be the minimum phase,
Phase[3]. Over the period from 330 to 360 degrees, line A
may remain the maximum phase, and the controller 134 may
leave switch 116 activated and switch 122 open. The control-
ler 134 may leave switch 120 open and activate switch 126
thereby establishing line C as the minimum phase. The con-
troller 134 may now leave switch 118 open and intermittently
activate switch 124 thereby implementing method 600
described above. When switch 124 is activated, line B, the
intermediate phase, may steal current from line C resulting in
a less negative voltage at line C.

FIG. 7B illustrates the voltage envelope of three phase
electrical power that may be created by implementing the
methods 500 and 600 or 600B in the power generation system
100. The voltage envelope may include a maximum signal
702 and a minimum signal 704.

FIG. 7C illustrates the absolute minimum signal 706 that
may be created by implementing the methods 500 and 600 or
600B in the power generation system 100. The absolute mini-
mum signal 706 may transition between the outer envelope
pairs.

FIG. 8 illustrates components of a three phase power gen-
eration system 800 for delivering three phase power to a three
phase power grid 812 according to the various embodiments.
The three phase power generation system 800 may be com-
prised of multiple DC power sources, such as solar panels
802, 804, 806, and 808, power generation system 100 as
discussed above with reference to FIG. 1, and an energy
storage system 810. The energy storage system 810 may be
any DC storage system such as a battery or capacitor bank.
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Solar panels 802, 804, and 806 may be connected to DC
modulators 402a, 4025, and 402c¢, respectively. DC modula-
tor 4024 may be connected to solar panel 808 and DC modu-
lator 402¢ may be connected to the energy storage system
810. DC modulators 402a, 4025, 402¢, 402d, and 402¢ may
be similar to DC modulator 402 discussed above with refer-
ence to FIG. 4, and DC modulators 402a, 4025, 402¢, 4024,
and 402¢ may create a modulated DC output from the DC
input each receives from DC power sources 802, 804, 806,
808, and 810, respectively. DC modulators 4024, 4025, and
402¢ may be connected to combiner box 442a, and the modu-
lated DC output of DC modulators 4024, 4025, 402¢, 402d,
and 402e¢ may be input into combiner box 442a in a manner
similar to that discussed above with reference to FIG. 4. DC
modulators 4024 and 402¢ may be connected to combiner
box 442b, and the modulated DC output of DC modulators
402d and 402¢ may be input into combiner box 4424 in a
manner similar to that discussed above with reference to FIG.
4. The outputs of both combiner boxes 442a and 4425 may be
three phase AC power output lines A, B, and C similar to that
of combiner box 442 discussed above with reference to FIG.
4. The power generation system 100 may include a solar panel
102 and the various components discussed above with refer-
ence to FIG. 1, and may output three phase AC power on
output lines A, B, and C as discussed above with reference to
FIG. 1. The output lines A, B, and C, of combiner boxes 442a
and 4425 and the power generation system 100 may be con-
nected together and connected to the three corresponding
lines A, B, and C of the three phase power grid 812.

In operation, solar panels 802, 804, 806, and 808, and
energy storage system 810 may all produce a DC current
output. The DC current output from each DC power source
802, 804, 806, 808, and 810 may be modulated by its respec-
tive DC modulator 402a, 4025, 402¢, 402d, and 402¢ to
produce a modulated DC output similar to that of power
generation systems 100 and 400 discussed above with refer-
ence to FIG. 1 and FIG. 4. The modulated DC outputs of DC
modulators 402a, 4025, and 402¢, may be input to combiner
box 4424a and converted to three phase AC power in a manner
similar to power generation systems 100 and 400 discussed
above with reference to FIG. 1 and FIG. 4. The modulated DC
outputs of DC modulators 4024 and 402¢ may be input to
combiner box 4425 and converted to three phase AC power in
a manner similar to power generation systems 100 and 400
discussed above with reference to FIG. 1 and FIG. 4. The
power generation system 100 may generate a three phase AC
power output as discussed above with reference to FIG. 1. The
three phase AC power outputs of combiner boxes 442a and
442p and the power generation system 100 may be combined
and output to the three phase power grid 812.

FIGS. 9A, 9B, and 9C illustrate power generation systems
900A, 900B, and 900C, respectively, similar to the power
generation system 100 illustrated in FIG. 1, except that power
generation systems 900A, 900B, and 900C may generate two
phase AC power.

FIG. 9A illustrates a power generation system 900A simi-
lar to the power generation system 100 illustrated in FIG. 1,
except that switches 120 and 126, coil 132, control lines D
and G, and line C are removed. Additionally, a two phase
power grid waveform, rather than a three phase power grid
line waveform may be stored in the memory 138 or may be
tracked in real time and provided to the programmable con-
troller 136.

In operation the power generation system 900A may oper-
ate in a manner similar to the power generation system 100
described above with reference to FIG. 1, except that two
phase AC power may be output via lines A and B.
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When exposed to light the solar panel 102 may generate
current. The boost switch 110 may be opened and closed by
the controller 134 via a control signal on control line A to
build current in the coil 108. In this manner, the solar panel
102 voltage may be boosted to the envelope of the three phase
waveform, but need not be boosted above the line voltage.
The solar panel 102 voltage input may be allowed to float with
the solar panel 102 tied to the minimum phase input, i.e., the
negative rail. In this manner, the absolute solar panel 102
voltage may float up and down following the lower envelope
shape of the two phase waveform.

As the boost switch 110 is opened and closed a single
output pulse may be sent through the diode 112 and across the
capacitor 114 to the input terminals 140 and 142. The output
pulse may be a pulse width modulated pulse that may be
translated into a pulse amplitude modulated (PAM) current
pulse. The voltage at the capacitor 114 may track the magni-
tude of the maximum and minimum two phase power enve-
lopes and the voltage at the capacitor 114 may vary over time.
The current and power transferred to the lines A and B may be
controlled by the operation of switches 116, 118, 122, and
124. The controller 134 may open and close switches 116,
118, 122, and 124 via control signals on control lines B, C, E,
and F, respectively, to control the flow of current to lines A and
B. As an example, in an initial state, the controller may close
switches 116 and 124, and open switches 118 and 122. In this
manner, positive current pulses may be provided to line A and
the negative current pulses to line B. In this initial state, line
A may represent the maximum two phase power envelope and
line B may represent the minimum two phase power enve-
lope.

FIG. 9B illustrates a power generation system 900B similar
to the power generation system 900A illustrated in FIG. 9A,
with the addition of an intermediate storage capacitor 902
placed across the solar panel 102 outputs 104 and 106. An
input terminal of the intermediate storage capacitor 902 may
be connected to the positive electrical output 104 of the solar
panel 102, and an output terminal of the intermediate storage
capacitor 902 may be connected to the negative electrical
output 106 of the solar panel 102. The intermediate storage
capacitor 902 may be any type of capacitor. The placement of
the intermediate storage capacitor 902 across the outputs 104
and 106 of the solar panel 102 may not be preferred because
it may require a larger capacitance in the intermediate capaci-
tor 902 and may impact the Maximum Power Point (MPPT)
of the power generation system 900B.

FIG. 9Cillustrates a power generation system 900C similar
to the power generation system 900A illustrated in FIG. 9A,
with the addition of an intermediate storage capacitor 904
placed across the capacitor 114. An input terminal of the
intermediate storage capacitor 904 may be connected to an
input terminal of the capacitor 114, and an output terminal of
the intermediate storage capacitor 904 may be connected to
the input terminal of the capacitor 114. The intermediate
storage capacitor 904 may be any type of capacitor, such as a
30 pF, 50 pF, or 30-50 pF capacitor. The placement of the
intermediate storage capacitor 904 across the capacitor 114
may enable the intermediate storage capacitor 904 to store
excess power and provide it back into the power generation
system 900C when needed.

In operation the intermediate capacitor 904 may store
excess power and allow the excess power to be placed back
into the power generation system 900C when needed. The
excess power may be provided at or above Vrms at the lowest
point for the voltage of the intermediate capacitor 904 when
the output power exceeds the average input power.
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FIG. 10. illustrates an embodiment of a power generation
system 1000 that is similar to the power generation system
900A illustrated in FIG. 9A with the addition of multiple DC
power sources, 102a, 1025, 102¢, 1024, multiple DC modu-
lators 402, 404, 406, and 408 similar to those of power gen-
eration system 400 illustrated in FIG. 4, and a combiner box
1002. While illustrated with reference to four DC power
sources 102a, 1025, 102¢, and 1024 and four DC modulators,
402, 404, 406, 408, the embodiments are not limited to four
power sources and modulators, and may be applicable to an
unlimited number of DC power sources and DC modulators.

Similar to the solar panel 102 discussed above with refer-
enceto FIG. 9A, solar panels 102a,1025,102¢, and 1024 may
each have positive electrical output terminals 104a, 1045,
104¢, and 1044 and negative electrical output terminals 1064,
1065, 106¢, and 1064.

The DC modulators 402, 404, 406, and 408 may each have
apositive input terminal 410, 414, 418, and 422, respectively,
and a negative input terminal 412, 416, 420, and 424, respec-
tively. DC modulators 402, 404, 406, and 408 may each be
comprised of a coil 108, a boost switch 110, a diode 112, a
capacitor 114, a controller 134, a programmable controller
136, and a memory 138 as described above with reference to
FIG. 9A. As discussed above with reference to FIG. 9A, the
two phase power grid line waveform may be tracked in real
time and provided to the programmable controller 136. This
tracked waveform may be used as a feed forward input to a
control algorithm for the boost switch 110, which may enable
the programmable controller 136 to create a modulated DC
output to maintain a constant power output by controlling the
operation of the boost switch 110. Additionally, a status of the
combiner box 1002 may be provided to each programmable
controller 136 via a communication input (not shown). The
tracked waveform or the status of the combiner box 1002 may
enable the programmable controller 136 to stop the DC out-
put if the combiner box 1002 goes offline (e.g., during a fire),
thereby acting as a failsafe enabling the DC outputs to be
disabled remotely.

The coil 108, the boost switch 110, the diode 112, the
capacitor 114, the controller 134, the programmable control-
ler 136, and the memory 138 of each DC modulator 402, 404,
406, and 408 may be connected as described above with
reference to FIG. 9A, and may operate together as described
above with reference to FIG. 9A to generate a modulated DC
output. DC modulators 402, 404, 406, and 408 may each have
a positive output terminal 426, 430, 434, and 438, respec-
tively, and a negative output terminal 428, 432, 436, and 440,
respectively.

The positive output terminals 426, 430, 434, and 438 may
be connected to a positive input terminal 1004 of the com-
biner box 1002. The negative output terminals 428, 432, 436,
and 440 may be connected to a negative input terminal 446 of
the combiner box 1002.

In the combiner box 1002, the input terminals of switches
1008 and 1010 may be connected in parallel with the positive
input terminal 1002. The input terminals of switches 1012
and 1014 may be connected in parallel with the negative input
terminal 1006. As an example, the switches 1008,1010, 1012,
and 1014 may be single MOSFETs, though any known type
of technology capable of performing a switching function
may be used, including relays, transistors, bi-polar transis-
tors, insulated-gate bipolar transistors (IGBTs), silicon car-
bide relays, nitride transistors, thyristors, series connected
MOSFETs, thyristor emulators, and diodes in series with
IGBTs. The switches 1008, 1010, 1012, and 1014 may be
similar to the switches 116, 118, 122, and 124 described
above with reference to FIG. 9A. The switches 1008, 1010,
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1012, and 1014 may be controlled via control signals from a
controller 1020 sent via control lines A, B, C, and D, respec-
tively.

An output terminal of switch 1008 and an output terminal
of switch 1012 may be connected together to form a single
output terminal. Connected together in this manner, the
switches 1008 and 1012 may form a half bridge circuit. The
output terminal of switch 1008 and the output terminal of
switch 1012 may be connected together to form a single
output terminal that may be connected to an input terminal of
coil 1016. As an example, coil 1016 may be an inductor,
configured to output current to line A. As an example, line A
may be a single line connection to a two phase power grid.
The connection of switches 1008 and 1012, coil 1016, and
line A, may be similar to the connection between switches
116 and 122, coil 128, and line A discussed above with
reference to FIG. 9A.

An output terminal of switch 1010 and an output terminal
of switch 1014 may be connected together to form a single
output terminal. Connected together in this manner, the
switches 1010 and 1014 may form a half bridge circuit. The
output terminal of switch 1010 and output terminal of switch
1014 may be connected together to form a single output
terminal that may be connected to an input terminal of coil
1018. As an example, coil 1018 may be an inductor, config-
ured to output current to line B. As an example, line B may be
a single line connection to a two phase power grid. The
connection of switches 1010 and 1014, coil 1018, and line B,
may be similar to the connection between switches 118 and
124, coil 130, and line B discussed above with reference to
FIG. 9A.

Controller 1020 may contain a programmable controller or
processor 1022 and a memory 1024. The controller 1020 may
be similar to the controller 134 discussed above with refer-
ence to FIG. 9A. The programmable controller 1022 may
allow the controller 1020 to perform logic operations and to
control the operation of switches 1008, 1010, 1012, and 1014
in response to information stored in the memory 1024. The
control lines A, B, C, and D may be coupled to the program-
mable controller 1022 such that control signals from the
programmable controller 1022 may be sent via the control
lines A, B, C, and D to the switches 1010, 1012, 1014, and
1016.

In operation the power generation system 1000 may oper-
ate in a manner similar to the power generation system 900A
discussed above with reference to FIG. 9A. DC current from
the solar panels 102a, 10256, 102¢, and 1024 may be modu-
lated by the DC modulators 402, 404, 406, and 408, respec-
tively. The output of each DC modulator 402, 404, 406, and
408 may be individually synchronized to the two phase output
envelope as discussed above with reference to FIG. 9A, but
the individual outputs of DC modulators 402, 404, 406, and
408 need not be synchronized together. Inductance in the
output lines A, B, and C may smooth the outputs of the DC
modulators 402, 404, 406, and 408, thus synchronization of
the individual outputs of DC modulators 402, 404, 406, and
408 may not be necessary. In an embodiment, the power
generation system 1000 may combine the individual outputs
ofthe DC modulators 402, 404, 406, and 408 in such a manner
that the high frequency pulses from the DC modulators 402,
404, 406, and 408 may create an average voltage-current
waveform that may mimic a desired clean modulated DC bus
output.

The modulated DC output from each DC modulator 402,
404, 406, and 408 may be sent to the combiner box 1002. In
this manner, the inversion of the modulated DC output to an
AC output may occur at a centralized location, such as the
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combiner box 1002. The use of the centralized combiner box
1002 may allow the sharing of output components across
multiple DC input sources. The output to lines A and B from
the combiner box 1002 may be a two phase waveform as
discussed above with reference to FIG. 9A.

FIG. 11A illustrates the voltage and current wave forms of
two phase power over a 360 degree cycle. Trace 1102 illus-
trates the voltage output of a first phase, such as Phase A.
Trace 1106 illustrates the current output of the first phase,
such as Phase A. Trace 1104 illustrates the voltage output of
a second phase, such as Phase B. Trace 1108 illustrates the
current output of the second phase, such as Phase B.

FIG. 11B illustrates the voltage across an intermediate
storage capacitor, such as intermediate storage capacitor 904
described above with reference to FIG. 9C. Trace 1110 illus-
trates the voltage across the intermediate storage capacitor
over a 360 degree cycle.

FIG. 11C illustrates the voltage across the intermediate
storage capacitor as illustrated in FIG. 11B overlaid with the
voltage output of the two phase system as illustrated in FIG.
11A. As illustrated in FIG. 11C, the voltage across the capaci-
tor illustrated in trace 1110 is at out above the Vrms of traces
1102 and 1104 at trace 1110’s lowest point. In this manner the
intermediate capacitor, such as intermediate capacitor 904,
may provide extra power when the output phase and/or power
exceed the average input power.

FIG. 12 illustrates an embodiment method 1200 for deter-
mining which line of a two phase power generation system
represents the maximum phase and that represents the mini-
mum phase. As an example, the two phase power generation
system may be the power generation system 900A described
above with reference to FIG. 9A. The method 1200 may be
implemented by the controller 134 of a power generation
system 900A comparing the voltages on output lines A and B.
In the embodiment method 1200 illustrated in FIG. 12, the
maximum phase at any given time may be denoted Phase [1]
and the minimum phase denoted Phase [2]. Output lines A
and B may represent the two output lines of a two phase power
generation system, such as the power generation system
900A illustrated in FIG. 9A.

Atblock 1202 the method 1200 may start in block 1202. At
determination block 1204, the controller 134 may determine
if the voltage on line A is greater than or equal to the voltage
online B. Ifthe voltage on line A is greater than or equal to the
voltage on line B (i.e., determination block 1204="“Yes”), at
block 1206 the controller 134 may assign line A as the maxi-
mum phase, Phase [1]. At block 1208 the controller 134 may
assign line B as the minimum phase, Phase [2]. If the voltage
online A is less than the voltage on line B (i.e., determination
block 1204=“No”), at block 1210 the controller 134 may
assign line B as the maximum phase, Phase [1]. Atblock 1212
the controller 134 may assign line A as the minimum phase,
Phase [2].

FIG. 13 illustrates an embodiment method 1300 for deter-
mining the level of pulse width modulation to apply to the
phases of two phase power generation system that may be
used in conjunction with method 1200 described above. At
block 1302 the switches for the minimum phase, Phase [2]
may remain on, and only the switches for the maximum
phase, Phase [3] may be pulse width modulated.

Pulse width modulation switching in a power supply may
resultin system losses from the switching element transitions,
stray capacitive losses, and/or core losses in the inductive
elements. The various embodiment switching algorithms
described herein may limit such losses by minimizing the
pulse width modulation switching required in a system. As
discussed above, the three phases of electrical power in a
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three phase power generation system may be classified as
High, Low, and Transition phases at any given time, with the
High and Low phases on 100% so there are not associated
pulse width modulation switching losses on the High and
Low phases. The Transition phase may be pulse width modu-
lated to create the balance of current between the High and
Transition phases. Operating in such an ideal case may result
in a transition glitch near the voltage cross over that may be
handled by filtering in hardware and/or via algorithm modi-
fications. The transition glitch may be based on a conflict that
may occur between the two phases before and after the cross-
over point. The Transition phase may be operating in pulse
width modulation mode between 0-100% on time that, for
small components used in micro-inverters, may result in a
Discontinuous Current Mode (DCM) that ramps up and back
to zero on each cycle. DCM may require a voltage drop across
the inductive element such that the current will ramp up to
provide an average current at the desired level. After the
Transition phase passes the voltage cross-over, the phase is
operated 100% on in a Continuous Current Mode (CCM), that
is the phase has become the High phase. For CCM operation
the current through the coil may be defined by the average
voltage across the coil divided by the coil DC Resistance
(DCR) that may be a very small number. The transition glitch
may result from a conflict when taking the last DCM point
and the first CCM point because one requires a voltage to
drive current and the other virtually no voltage across the
inductor.

In an embodiment, the transition glitch may be addressed
by hardware filtering. In an embodiment, the transition glitch
may be handled via algorithm modifications that may help
blend the gap between the DCM and CCM modes. In an
embodiment, the High phase may be left in CCM and the
transition may be controlled in CCM mode approaching the
transition point. In another embodiment, the High phase may
be switched to DCM so that both the High phase and Transi-
tion phase are in DCM at the voltage cross over. In a still
further embodiment, both the High phase and Transition
phase may be switched equally at the voltage cross over and
blended between DCM and CCM on each side.

In an embodiment, the High phase and Transition phase
may both be kept in a DCM at the voltage crossing. In order
to have both the High phase and the Transition Phase in DCM
operation at the voltage crossing the phases may require a
large enough voltage across the output coils to allow the
current to ramp up and back to zero within a pulse width
modulation switching cycle. FIG. 14 is a graph of a three
phase voltage envelope (i.e., Phase A, Phase B, and Phase C)
and offset voltage, showing the offset voltage over the first
voltage crossing. A line operating in CCM may not have a
voltage drop across the inductor, but DCM may require a
voltage drop. In order to generate the offset voltage as illus-
trated in FIG. 14, the high side switch (e.g., the activated
switch for the line associated with Phase A from 0 to 30
degrees) may switch off (i.e., open) part time so as to limit the
current through the switch. This may hold back some of the
charge leaving the charge in the boost capacitor that may raise
the voltage resulting in the offset voltage. The longer the high
side switch is off, the more the voltage drop may be, and the
more the waveform may look like the DCM waveform on the
Transition phase (e.g., Phase B from 0 to 30 degrees).

In an embodiment, the minimum offset voltage for the
DCM may be the voltage for which the current in the coil may
ramp up and back to zero within the switching cycle such as
to provide a desired average current. In an embodiment, the
ramp up and ramp down voltages may be approximated as
straight lines, and the peak current must reach twice the
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average current within the time constraints. The ramp-up
slope may be determined as the ramp-up voltage divided by
the output inductance and the ramp-down slope may be deter-
mined as the ramp down voltage divided by the output induc-
tance. Assuming the peak current equals twice the average
current, the time to ramp to zero may be determined as the
peak current divided by the ramp-down slope and the time to
ramp to twice the average current may be determined as the
peak current divided by the ramp-up slope. The maximum
ramp up time may be determined by subtracting the time to
ramp down from the switching period. If the time to ramp up
to twice the average current is less than or equal to the maxi-
mum ramp up time then the High phase may be operated in
the DCM, and if the time to ramp up to twice the average
current is greater the maximum ramp up time then the High
phase may be operated in the CCM.

FIG. 15 illustrates an embodiment method 1500 for deter-
mining a switch control mode for the High phase approaching
a transition point in a three phase power generation system
that may be used in conjunction with methods 500, 600,
and/or 600B described above. As an example, the three phase
power generation system may be the power generation sys-
tem 100 described above with reference to FIG. 1. The
method 1500 may be implemented by the controller 134 of a
power generation system 100 measuring the current in the
coil 108. In the embodiment method 1500 illustrated in FIG.
15, the maximum phase (i.e., the High phase) denoted Phase
[1] at any given time may be operated in CCM or DCM based
on a comparison of the time to ramp up and the maximum
ramp up time of the coil.

In block 1502 the controller 134 may measure the current
in the coil 108. As an example, the controller 134 may mea-
sure the current in the coil 108 with a current sensor con-
nected to the coil 108 and may store the current measurements
in a memory 138 available to the controller 134. In determi-
nation block 1504 the controller 134 may determine whether
the peak current (Ipk) is equal to twice the average current
(2*Iave). In an embodiment, the controller 134 may deter-
mine whether Ipk is equal to 2*lave by comparing the most
recent current measurement to an average of stored current
measurements over a given time period. If Ipk is not equal to
2*ave (i.e., determination block 1504="No"), in block 1502
the controller 134 may continue to measure current in the coil.
If Ipk is equal to 2*lave (i.e., determination block
1504="“Yes”), in block 1506 the controller 134 may deter-
mine the ramp-up slope (m0). In an embodiment, the ramp-up
slope (m0) may be equal to the ramp-up voltage (AVO)
divided by the output inductance (L). In an embodiment, the
ramp-up voltage (AV0) and the output inductance (L) may be
values stored in a memory 138 available to the controller 134.
In block 1508 the controller 134 may determine the ramp-
down slope (ml). In an embodiment, the ramp-down slope
(m1) may be equal to the ramp-down voltage (AV1) divided
by the output inductance (L). In an embodiment, the ramp-
down voltage (AV1) and the output inductance (L) may be
values stored in a memory 138 available to the controller 134.
In block 1510 the controller 134 may determine the time to
ramp to zero (T[ramp_down]). In an embodiment, T[ramp-
_down] may be equal to Ipk/m1. In block 1512 the controller
134 may determine the time to ramp to 2*Iave (T[ramp_up]).
In an embodiment, T[ramp_up]| may be equal to Ipk/m0. In
block 1514 the controller 134 may determine the maximum
ramp up time (Tmax[ramp_up]). In an embodiment, Tmax
[ramp_up] may be equal to the switching period (Tperiod)-
T[ramp_down]. In an embodiment, the switching period
(Tperiod) may be a value stored in a memory 138 available to
the controller 134. In determination block 1516 the controller
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134 may determine whether T[ramp_up] is less than or equal
to Tmax[ramp_up]. If T[ramp_up] is greater than Tmax[ram-
p_up] (i.e., determination block 1518=“No”), in block 1518
the controller 134 may operate Phase [1] (i.e., the maximum
(High) phase) in CCM and in block 1502 may continue to
measure the current in the coil. In this manner, the current in
the coil may be continually monitored to determine whether
to operate Phase[1] in CCM or DCM. If T[ramp_up] is less
than or equal to Tmax[ramp_up] (i.e., determination block
1518="Yes”), in block 1520 the controller 134 may operate
Phase [1] (i.e., the maximum (High) phase) in DCM and in
block 1502 may continue to measure the current in the coil.

The various embodiments described herein may be useful
for controlling any source of direct current and converting the
direct current to three phase alternating current. Examples of
direct current sources include solar panel, wind turbine, bat-
tery, geothermal, tidal, hydroelectric, thermoelectric and
piezoelectric power systems. For the purpose of discussion,
the example of a solar system embodiment is used as an
example for describing the functioning and capabilities of the
various embodiments. However, one skilled in the art would
recognize that the circuits and processes described herein
may be applied to other direct current sources as well.
Accordingly, the scope of the claims should not be limited to
solar power applications except as expressly recited in the
claims.

The foregoing method descriptions and the process flow
diagrams are provided merely as illustrative examples and are
not intended to require or imply that the steps of the various
aspects must be performed in the order presented. As will be
appreciated by one of skill in the art the order of steps in the
foregoing aspects may be performed in any order. Words such
as “thereafter,” “then,” “next,” etc. are not intended to limit the
order of the steps; these words are simply used to guide the
reader through the description of the methods. Further, any
reference to claim elements in the singular, for example,
using the articles “a,” “an” or “the” is not to be construed as
limiting the element to the singular.

The various illustrative logical blocks, modules, circuits,
and algorithm steps described in connection with the aspects
disclosed herein may be implemented as electronic hardware,
computer software, or combinations of both. To clearly illus-
trate this interchangeability of hardware and software, vari-
ous illustrative components, blocks, modules, circuits, and
steps have been described above generally in terms of their
functionality. Whether such functionality is implemented as
hardware or software depends upon the particular application
and design constraints imposed on the overall system. Skilled
artisans may implement the described functionality in vary-
ing ways for each particular application, but such implemen-
tation decisions should not be interpreted as causing a depar-
ture from the scope of the present invention.

The hardware used to implement the various illustrative
logics, logical blocks, modules, and circuits described in
connection with the aspects disclosed herein may be imple-
mented or performed with a general purpose processor, a
digital signal processor (DSP), an application specific inte-
grated circuit (ASIC), a field programmable gate array
(FPGA) or other programmable logic device, discrete gate or
transistor logic, discrete hardware components, or any com-
bination thereof designed to perform the functions described
herein. A general-purpose processor may be a microproces-
sor, but, in the alternative, the processor may be any conven-
tional processor, controller, programmable controller, micro-
controller, or state machine A processor may also be
implemented as a combination of computing devices, e.g., a
combination of a DSP and a microprocessor, a plurality of
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microprocessors, one or more mMicroprocessors in conjunc-
tion with a DSP core, or any other such configuration. Alter-
natively, some steps or methods may be performed by cir-
cuitry that is specific to a given function.

In one or more exemplary aspects, the functions described
may be implemented in hardware, software, firmware, pro-
grammable logic arrays, or any combination thereof. If
implemented in software, the functions may be stored on or
transmitted over as one or more instructions or code on a
computer-readable medium. The steps of a method or algo-
rithm disclosed herein may be embodied in a processor-ex-
ecutable software module executed that may reside on a tan-
gible non-transitory computer-readable medium or
processor-readable medium. Non-transitory computer-read-
able and processor-readable media may be any available
media that may be accessed by a computer or processor. By
way of example, and not limitation, such non-transitory com-
puter-readable media may comprise RAM, ROM, EEPROM,
CD-ROM or other optical disk storage, magnetic disk storage
or other magnetic storage devices, or any other medium that
may be used to carry or store desired program code in the
form of instructions or data structures and that may be
accessed by a computer. Disk and disc, as used herein,
includes compact disc (CD), laser disc, optical disc, digital
versatile disc (DVD), floppy disk, and blu-ray disc where
disks usually reproduce data magnetically, while discs repro-
duce data optically with lasers. Combinations of the above
should also be included within the scope of computer-read-
able media. Additionally, the operations of a method or algo-
rithm may reside as one or any combination or set of codes
and/or instructions on a non-transitory processor-readable
medium and/or computer-readable medium, which may be
incorporated into a computer program product.

The preceding description of the disclosed embodiments is
provided to enable any person skilled in the art to make or use
the present invention. Various modifications to these embodi-
ments will be readily apparent to those skilled in the art, and
the generic principles defined herein may be applied to other
embodiments without departing from the spirit or scope of the
invention. Thus, the present invention is not intended to be
limited to the embodiments shown herein but is to be
accorded the widest scope consistent with the following
claims and the principles and novel features disclosed herein.

What is claimed is:

1. A device for generating three phase alternating electrical
current from a direct electrical current, the device compris-
ing:

a first coil, wherein an input terminal of the first coil is
configured to be connected to a positive electrical output
terminal of a direct electrical current source;

a first boost switch, wherein an input terminal of the first
boost switch is connected to an output terminal of the
first coil and an output terminal of the first boost switch
is configured to be connected to a negative electrical
output terminal of the direct electrical current source;

a first diode, wherein an input terminal of the first diode is
connected to the output terminal of the first coil and the
first diode is configured to prevent the flow of current
from the first diode to the output terminal of the first coil;

a first capacitor, wherein an input terminal of the first
capacitor is connected to an output terminal of the first
diode and an output terminal of the first capacitor is
configured to be connected to the negative electrical
output terminal of the direct electrical current source;

a first input terminal for receiving a positive pulse ampli-
tude modulated electrical current, wherein the first input
terminal is connected to the output terminal of the diode;
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a second input terminal for receiving a negative pulse
amplitude modulated electrical current, wherein the sec-
ond input terminal is connected to the output terminal of
the first capacitor;

a first, a second, and a third switch connected in parallel
with the first input terminal;

a fourth, a fifth, and a sixth switch connected in parallel
with the second input terminal;

a first output terminal connected to an output of the first
switch and an output of the fourth switch;

a second output terminal connected to an output of the
second switch and an output of the fifth switch;

a third output terminal connected to an output of the third
switch and an output of the sixth switch; and

a processor coupled to the first boost switch and the first,
second, third, fourth, fifth, and sixth switches, wherein
the processor is configured to control the operation of
each switch to generate a first phase of power on the first
output terminal, a second phase of power on the second
output terminal, and a third phase of power on the third
output terminal; and

a memory coupled to the processor,

wherein the processor is configured with processor-execut-
able instructions to perform operations comprising:
opening and closing the first boost switch to generate a

modulated direct current output; and

converting the modulated direct current output into three

phase alternating current by performing operations

comprising:

closing the first and sixth switches and opening the
second, third, fourth, and fifth switches thereby
generating a first phase of power at the first output
terminal with a positive polarity, a second phase of
power at the second output terminal with a neutral
polarity, and the third phase of power at the third
output terminal with a negative polarity;

closing and opening the second switch while leaving
the first and sixth switches closed and the third,
fourth, and fifth switches open to create a positive
voltage at the second output terminal thereby giv-
ing a positive polarity to the first phase of power
and second phase of power and a negative polarity
to the third phase of power, wherein the duty cycle
for the closing and opening of the second switch is
determined based on a comparison of a voltage
difference between the first output terminal and
third output terminal and a voltage difference
between the second output terminal and third out-
put terminal;

closing the second switch and the sixth switch and
opening and closing the first switch while leaving
the third, fourth, and fifth switches open when the
voltage at the second output terminal exceeds the
voltage at the first output terminal, wherein the duty
cycle for the closing and opening of the first switch
is determined based on the comparison of the volt-
age difference between the first output terminal and
third output terminal and the voltage difference
between the second output terminal and third out-
put terminal;

closing the second and sixth switches and opening the
first, third, fourth, and fifth switches thereby giving
a neutral polarity to the first phase of power at the
first output terminal, a positive polarity to the sec-
ond phase of power at the second output terminal,
and a negative polarity to the third phase of power
at the third output terminal;
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closing and opening the fourth switch while leaving

the second and sixth switches closed and the first,
third, and fifth switches open to create a negative
voltage at the first output terminal thereby giving a
negative polarity to the first phase of power and
third phase of power and a positive polarity to the
second phase of power, wherein the duty cycle for
the closing and opening of the fourth switch is
determined based on a comparison of the voltage
difference between the first output terminal and
third output terminal and the voltage difference
between the second output terminal and third out-
put terminal;

closing the second switch and the fourth switch and

opening and closing the sixth switch while leaving
the first, third, and fifth switches open when the
voltage at the first output terminal is less than the
voltage at the third output terminal, wherein the
duty cycle for the closing and opening of the sixth
switch is determined based on a comparison of a
voltage difference between the second output ter-
minal and first output terminal and a voltage differ-
ence between the third output terminal and first
output terminal;

closing the second and fourth switches and opening

the first, third, fifth, and sixth switches thereby
giving a neutral polarity to the third phase of power
at the third output terminal, a positive polarity to the
second phase of power at the second output termi-
nal, and a negative polarity to the first phase of
power at the first output terminal;

closing and opening the third switch while leaving the

second and fourth switches closed and the first,
fifth, and sixth switches open to create a positive
voltage at the third output terminal thereby giving a
positive polarity to the second phase of power and
third phase of power and a negative polarity to the
first phase of power, wherein the duty cycle for the
closing and opening of the third switch is deter-
mined based on a comparison of a voltage differ-
ence between the second output terminal and first
output terminal and a voltage difference between
the third output terminal and first output terminal;

closing the third switch and the fourth switch and

opening and closing the second switch while leav-
ing the first, fifth, and sixth switches open when the
voltage at the third output terminal exceeds the
voltage at the second output terminal, wherein the
duty cycle for the closing and opening of the second
switch is determined based on the comparison of
the voltage difference between the second output
terminal and first output terminal and the voltage
difference between the third output terminal and
first output terminal;

closing the third and fourth switches and opening the

first, second, fifth, and sixth switches thereby giv-
ing a neutral polarity to the second phase of power
at the second output terminal, a positive polarity to
the third phase of power at the third output termi-
nal, and a negative polarity to the first phase of
power at the first output terminal;

closing and opening the fifth switch while leaving the

third and fourth switches closed and the first, sec-
ond, and sixth switches open to create a negative
voltage at the second output terminal thereby giv-
ing a negative polarity to the second phase of power
and first phase of power and a positive polarity to
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the third phase of power, wherein the duty cycle for
the closing and opening of the fifth switch is deter-
mined based on a comparison of the voltage differ-
ence between the second output terminal and first
output terminal and the voltage difference between
the third output terminal and first output terminal;

closing the third switch and the fifth switch and open-

ing and closing the fourth switch while leaving the
first, second, and sixth switches open when the
voltage at the second output terminal is less than the
voltage at the first output terminal, wherein the duty
cycle for the closing and opening of the fourth
switch is determined based on a comparison of a
voltage difference between the first output terminal
and second output terminal and a voltage difference
between the third output terminal and second out-
put terminal;

closing the third and fifth switches and opening the

first, second, fourth, and sixth switches thereby
giving a neutral polarity to the first phase of power
at the first output terminal, a positive polarity to the
third phase of power at the third output terminal,
and a negative polarity to the second phase of
power at the second output terminal;

closing and opening the first switch while leaving the

third and fifth switches closed and the second,
fourth, and sixth switches open to create a positive
voltage at the first output terminal thereby giving a
positive polarity to the third phase of power and
first phase of power and a negative polarity to the
second phase of power, wherein the duty cycle for
the closing and opening of the first switch is deter-
mined based on a comparison of a voltage differ-
ence between the first output terminal and second
output terminal and a voltage difference between
the third output terminal and second output termi-
nal;

closing the first switch and the fifth switch and open-

ing and closing the third switch while leaving the
second, fourth, and sixth switches open when the
voltage at the first output terminal exceeds the volt-
age at the third output terminal, wherein the duty
cycle for the closing and opening of the third switch
is determined based on the comparison of the volt-
age difference between the third output terminal
and second output terminal and the voltage difter-
ence between the first output terminal and second
output terminal;

closing the first and fifth switches and opening the

second, third, fourth, and sixth switches thereby
giving a neutral polarity to the third phase of power
at the third output terminal, a positive polarity to the
first phase of power at the first output terminal, and
a negative polarity to the second phase of power at
the second output terminal;

closing and opening the sixth switch while leaving the

first and fifth switches closed and the second, third,
and fourth switches open to create a negative volt-
age at the third output terminal thereby giving a
negative polarity to the third phase of power and
second phase of power and a positive polarity to the
first phase of power, wherein the duty cycle for the
closing and opening of the sixth switch is deter-
mined based on a comparison of the voltage differ-
ence between the third output terminal and second
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output terminal and the voltage difference between
the first output terminal and second output termi-
nal;

closing the first switch and the sixth switch and open-
ing and closing the fifth switch while leaving the
second, third, and fourth switches open when the
voltage at the third output terminal is less than the
voltage at the second output terminal, wherein the
duty cycle for the closing and opening of the fifth
switch is determined based on a comparison of a
voltage difference between the second output ter-
minal and third output terminal and a voltage dif-
ference between the first output terminal and third
output terminal; and

closing the third and fifth switches and opening the
first, second, fourth, and sixth switches thereby
giving a neutral polarity to the first phase of power
at the first output terminal, a positive polarity to the
third phase of power at the third output terminal,
and a negative polarity to the second phase of
power at the second output terminal.

2. The device of claim 1, further comprising:

a second coil, wherein an input terminal of the second coil
is configured to be connected to the positive electrical
output terminal of the direct electrical current source;

a second boost switch, wherein an input terminal of the
second boost switch is connected to an output terminal
of the second coil and an output terminal of the second
boost switch is configured to be connected to the nega-
tive electrical output terminal of the direct electrical
current source; and

a second diode, wherein an input terminal of the second
diode is connected to the output terminal of the second
coil and the second diode is configured to prevent the
flow of current from the second diode to the output
terminal of the second coil, and wherein the output ter-
minal of the second diode is connected to the input
terminal of the first capacitor, and

wherein the processor is further coupled to the second
boost switch and configured to control the operation of
the second boost switch.

3. The device of claim 2, further comprising:

athird coil having an output terminal and an input terminal,
wherein the input terminal of the third coil is configured
to be connected to the positive electrical output terminal
of the direct electrical current source;

a third boost switch having an output terminal and an input
terminal, wherein the input terminal of the third boost
switch is connected to the output terminal of the third
coil and the output terminal of the third boost switch is
configured to be connected to the negative electrical
output terminal of the direct electrical current source;
and

a third diode having an output terminal and an input termi-
nal, wherein the input terminal of the third diode is
connected to the output terminal of the third coil and the
third diode is configured to prevent the flow of current
from the third diode to the output terminal of the third
coil, and wherein the output terminal of the third diode is
connected to the input terminal of the first capacitor,

wherein the processor is further coupled to the third boost
switch and configured to control the operation of the
third boost switch.

4. The device of claim 1, wherein:

the first diode is a control switch;

the processor is further coupled to the control switch; and
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the processor is configured to control the operation of the
control switch to prevent the flow of current from the
control switch to the output terminal of the first coil.
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